
Code Size (material thickness x open width) Pin Ø mm

80000 07 x 32, undrilled 1,75

80005 1,5 x 40, undrilled 3,00

80007 1,5 x 50, undrilled 3,00

80008 2,0 x 60, undrilled 6,00

80009 3,0 x 60, undrilled (not in stock) 6,00

Code Size (material thickness x open width) Pin Ø mm

80011 Fe/Ms 0,7 x 25 1,75

80012 Fe/Ms 0,7 x 28 1,75

80013 Fe/Ms 0,7 x 32 1,75

80014 Fe/Ms 0,7 x 40 1,75

Code Size (material thickness x open width) Pin Ø mm

80041 RST 0,7 x 25 1,75

80043 RST 0,7 x 32 1,75

80044 RST 0,7 x 40 1,75

80047 RST 1,5 x 50 3,00

80048 RST 1,5 x 50, undrilled 3,00

Code Size (material thickness x open width) Pin Ø mm

80070 Fe/Ms 0,7 x 25 IP 1,75

80071 Fe/Ms 0,7 x 28 IP 1,75

80072 Fe/Ms 0,7 x 32 IP 1,75

80080 Fe/Ni 0,7 x 25 IP 1,75

80081 Fe/Ni 0,7 x 28 IP 1,75

80082 Fe/Ni 0,7 x 32 IP 1,75

Code Size (material thickness x open width) Pin Ø mm

80021 Fe/Ni 0,7 x 25 1,75

80022 Fe/Ni 0,7 x 28 1,75

80023 Fe/Ni 0,7 x 32 1,75

80024 Fe/Ni 0,7 x 40 1,75

Code Size (material thickness x open width) Pin Ø mm

80031 Ms 0,7 x 25 1,75

80032 Ms 0,7 x 28 1,75

80034 Ms 0,7 x 40 1,75

Code Size (material thickness x open width) Pin Ø mm

80050 Ms/Ni 07 x 25 1,75

80095 Alumiini 2 x 60, undrilled 6,00

Plain steel

Brass plated

Stainless steel

D.I.Y sets
Nickel plated

Solid brass

Brass / Nickel plated

Piano hinges
We stock piano hinges made of steel, brass plated steel, nickel-plated steel, solid brass and stain-

less steel. The widths of our stock piano hinge are from 20-50 mm, with material thicknesses of 

0,7-2,0 mm. The standard hinge length is 3.5 m. Packed sets containing ten x 1m lengths of 
hinge.

+358 9 388 3033 / myynti@helaform.fi / www.helaform.com

Hole spacing 60 - 60,5
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Hole diameter 3.75mm 
notching 4.80mm




